30 t Class
Large Bucket Capacity / Deep Digging Depth

20 t Class
Large Bucket Capacity / Deep Digging Depth




“Chameleon” Clamshell

< Rope Telescopic type Clamshell >
WORKING RANGES

DIMENSIONS
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Note: The ilustration shown is ZX225USRLC
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Note: The illustration shown is ZX225USRLC

< Clamshell Bucket >
SPECIFICATIONS

SPECIFICATIONS
MODEL ZAXIS200LC [ZAXIS225USRLC| ZAXIS330LC
Telescopic arm type S-TC200R-7 S-TC300R-6
Telescopic arm system Hydraulic cylinder + Wire rope
Operating weight (With sliding cab) kg 26000 [ 28700 42 000
Bucket capacity m3 0.8 1.3
Ground pressure kPa(kgf/cm?) 54(0.55) | 60(0.61) 79(0.80)
Working range
A Max. vertical digging depth mm 21150 25 200
B Radius at max. vertical digging depth mm 5910 6 330
C Max. vertical digging radius mm 7 450 8420
D Depth at max. vertical digging radius mm 17 200 20 500
E Max. working radius mm 10 140 11100
F Max. dumping height mm 5 580 5 500
G Min. front swing radius mm 4 250 5510
H Height at min. front swing radius mm 12 860 15570
Dimension
| Total length (Basic configuration) mm 14 520 [ 14 000 18 130
J Total height (Basic configuration, with sliding cab) mm 3190 [ 3 160 3 350
K Total width (Without rear view mirror) mm 2 990 3190
L_Rear swing radius mm 2750 | 2120 3 540

Note: Date shown above are in Sl units followed by data in conventional units in { ).

Bucket capacity m? 0.8 13
Max. digging forca kN{kaf) 59.0(6.020) 79.4(8.100)
Maux. height mm 2,495 2,960
Opend max. height mm 2106 2 660
Closad width mmi 1,796 2,030
Opend widih mim 2,080 2,320
Buckat width mm 910 1,200
Testh numiper 7 )
Weight kg 1,230 1,960

Machine Code: HT20/ HT30
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